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JOYCE’S HYDRAULIC JACK. 



Packing 

Gland 


Lever Socket 


Horizontal Section Through Head. 

^Filling Hole 



Rocker Arm 
Lever Shaft 

Pump Rod 

Speeding Device 
and 

Tripping Lug 
Tripping Rod 

Pump Block Packing 
Suction Valve 


Cylinder Packings^! 
Base 


Cylinder 
Safety Vent 
Screen 
Plunger 

'Pump Cylinder 
^/Pump Block 

Discharge Valve 

Ram Packing 

Cylinder 
Packing Plug 


Vertical Section. 

Fig. D. 232. 

Showing construction and names of parts. 

Order repairs by above names, giving size and style of Jack. 

; 
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JOYCE’S HYDRAULIC JACKS. 


Fig. D. 233. 

Plain Jacks. 


Fig. D. 234. 
Base Jacks. 


Capacity, 

Tons. 

Rise, 

Inches. 

Plain Jacks. 

Base Jacks. 

Height 

When 

Down, 

Inches. 

Weight, 

Lbs. 

Price. 

Height 

When 

Down, 

Inches. 

Weight, 

Lbs. 

Price. 

4 

6 

17] 


43 

$ 38 00 




4 

12 

23| 


51 

42 00 

23} 

r 

60 

% 50 00 

4 

18 

29] 


59 

46 00 

29} 


68 

55 00 

4 

24 

35| 


67 

50 00 

35} 


74 

61 00 

7 

6 

18] 


47 

39 00 




7 

9 

21] 

[ 

51 

43 00 

21 

69 

51 00 

, 7 

12 

24] 


63 

45 00 

24 

75 

54 00 

7 

18 

29} 

\ 

75 

51 00 

29} 

87 

61 00 

7 

24 

36] 

\ 

87 

57 00 

36 

99 

68 00 

10 

6 

19i 


72 

43 00 

19} 

\ 

81 

51 00 

10 

9 

22] 


76 

47 00 

22] 


89 

56 00 

10 

12 

25] 


84 

50 00 

25] 

f 

97 

61 00 

10 

18 

311 


98 

58 00 

31] 

r 

112 

69 00 

10 

24 

371 


114 

65 00 

37] 


128 

78 00 

15 

12 

25] 


105 

63 00 

25] 


125 

76 00 

15 

18 

32 


120 

75 00 

32] 


137 

90 00 

15 

24 

38 


140 

87 00 

38] 


163 

104 00 

20 

9 

22] 


108 

72 00 

22] 


100 

87 00 

20 

12 

25] 


121 

79 00 

25 


129 

94 00 

20 

18 

33 


147 

94 00 

33 

161 

112 00 

20 

24 

39] 


171 

109 00 

38] 

\ 

181 

130 00 

30 

9 

24] 

\ 

159 

102 00 

24] 

\ 

189 

114 00 

30 

/ 12 

26] 


166 

106 00 

26] 

\ • 

205 

126 00 

30 

18 

33] 


215 

127 00 

33] 


230 

152 00 

30 

24 

39] 

f 

253 

148 00 

39j 


265 

178 00 

40 

9 

24] 

[ 

161 

111 00 

24] 


191 

132 00 

40 

12 

27] 

\ 

180 

124 00 

27] 


214 

147 00 

40 

18 

33] 

\ 

222 

148 00 

33 


249 

178 00 

40 

24 

40 


272 

177 00 

40 

294 

208 00 

60 

9 

24} 

201 

123 00 

24 

228 

148 00 

60 

12 

27} 

225 

140 00 

27 

240 

165 00 

60 

18 

33} 

277 

174 00 

33 

264 

200 00 


Discount 






















/ 
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JOYCE’S HYDRAULIC JACKS. 



Fig. D. 235- 


Ground Lift Jack. 


Capacity 

Tons. 

Rise 

Inches 

Height when 
down—Inches. 

Weight 

Lbs. 

Price. 

4 

12 

23| 


60 

$ 52 00 

4 

18 

29t 


76 

58 00 

4 

24 

35^ 


88 

63 00 

7 

12 

24^ 


78 

56 00 

7 

18 

29^ 

1 

95 

64 00 

7 

24 

36^ 

i 

113 

71 00 

10 

12 

25i 

P 

115 

63 00 

10 

18 

31i 

[ 

153 

72 00 

10 

24 

37i 


172 

82 00 

15 

12 

25\ 


135 

79 00 

15 

18 

32^ 


165 

94 00 

15 

24 

38 i 


192 

108 00 

20 

12 

25j 


155 

99 00 

20 

18 

33i 


191 

117 00 

20 

24 

39i 

\ 

229 

135 00 

30 

12 

27 i 


236 

132 00 

30 

18 

33^ 

' 

281 

158 00 

30 

24 

39i 


331 

185 00 

40 

12 

27 i 

\ 

236 

154 00 

40 

18 

33i 


288 

186 00 

40 

24 

40 


344 

216 00 

60 

12 

27} 

295 

175 00 


Discount , 
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JOYCE’S HYDRAULIC JACKS. 

For Light Duty. 

Outside Pump Jacks. 



Fig. D. 236. 


Capacity 

Tons. 

Rise 

Inches. 

Height when 
down-inches 

Weight 

Pounds. 

Price Single 
Pump. 

Extra for 
Ground Lift. 

4 

6 

11 


35 

$ 45 00 

$ 5 00 

4 

12 

17 


78 

52 00 

5 00 

4 

18 

22] 


90 

59 00 

5 00 

4 

24 

28 i 


105 

65 00 

5 00 

7 

6 

11 


74 

47 00 

6 00 

7 

9 

141 

81 

51 00 

6 00 

7 

12 

171 

82 

54 00 

6 00 

7 

18 

231 

102 

61 00 

6 00 

7 

24 

291 

116 

68 00 

6 00 

10 

6 

11 


75 

51 00 

6 00 

10 

9 

15] 

\ 

86 

56 00 

7 00 

10 

12 

18] 

l 

95 

61 00 

8 00 

10 

18 

24j 

\ 

113 

69 00 

10 00 

10 

24 

30] 

\ 

131 

78 00 

12 00 

15 

6 

11] 

\ 

94 

61 00 

6 00 

15 

9 

15] 

\ 

106 

69 00 

11 00 

15 

12 

18] 

[ 

120 

76 00 

12 00 

15 

18 

24] 

\ 

142 

90 00 

14 00 

15 

24 

30] 

[ 

166 

104 00 

16 00 

20 

6 

12] 

\ 

97 

77 00 

14 00 

20 

9 

15] 


118 

87 00 

16 00 

20 

12 

18] 


133 

94 00 

18 00 

20 

18 

24] 

| 

165 

112 00 

20 00 

20 

24 

30] 

1 

188 

130 00 

24 00 


Discount . 
















CRERAR, ADAMS & CO., CHICAGO. 


107 


JOYCE’S 



Fig. D. 237. 


HYDRAULIC JACKS. 

For Heavy Duty. 


Outside Pump Jacks. 

Double Pump Type. 

When the small handle to the right of 
the ground lift slide is turned straight up, 
both pumps will operate, giving the Jack great 
speed which can be used to advantage in 
working the Jack up to a load, or under a light 
load. 

When the load is heavy, turn this handle 
straight down. The high pressure pump only, 
will then be in operation, and the full capac¬ 
ity of the Jack will be attained, at a propor¬ 
tionally less speed. 


Capacity 

Tons. 

Rise 

Inches. 

Height 

When 

Down 

Inches. 

Weight 

Pounds. 

Price 

Single 

Pump. 

Price 

Double 

Pump. 

Ground 

Lift 

Extra. 

30 

6 

13* 

184 

$102 00 

$132 00 

$14 00 

30 

9 

16*’ 

204 

114 00 

144 00 

15 00 

30 

12 

20* 

241 

126 00 

156 00 

16 00 

30 . 

18 

25* 

259 * 

152 00 

182 00 

18 00 

30 

24' 

31* 

304 

178 00 

208 00 

20 00 

40 

6 

14* 

200 

117 00 

147 00 

16 00 

40 

9 

17* 

222 

132 00 

162 00 

18*00 

40 

12 

20* 

244 

147 00 

177 00 

20 00 

40 

18 

26* 

288 

178 00 

208 00 

24 00 

40 

24 

32* 

332 

208 00 

238 00 

28 00 

60 

9 

18* 

268 

161 00 

191 00 

22 00 

60 

12 

20* 

313 

175 00 

205 00 

24 00 

60 

18 

26* 

353 

200 00 

230 00 

28 00 

80 

9 

18* 

357 

193 00 

223 00 

25 00 

80 

12 

21 

394 

208 00 

238 00 

28 00 

80 

18 

27* 

469 

236 00 

266 00 

34 00 

100 

9 

19* 

450 

212 00 

252 00 

29 00 

100 

12 

22* 

495 

236 00 

276 00 

32 00 

100 

18 

29* 

596 

272 00 

312 00 

38 00 

150 

9 

20 

500 

344 00 

380 00 

36 00 

150 

12 

23 

550 

370 00 

410 00 

40 00 

150 

18 

30* 

750 

422 00 

462 00 

48 00 

200 

12 

25 

750 

450 00 

490 00 

48 00 


Screw release, $10.00 extra. 
Discount . 
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JOYCE’S LEVER JACKS. 



Fig. D. 244. Fig. D. 245-1. No, 19 J. C. 

Plain Ratchet Jack. Full Automatic Jack. 

The frame and holding pawl are malleable iron. The bar forged steel and 
the pinion a crucible steel casting. The pins machinery steel ground to size and 
hardened. The teeth'in the bar and pinion are milled and hardened. 

All wearing surfaces are hardened steel. 


No. 

Jack. 

Height 

when 

down 

inches. 

Rise of 
bar 

inches. 

Size of 
bar (sq.) 
inches. 

Weight 
of Jack 
Pounds. 

Capacity 

Tons. 

Price. 

la 

16 

8* 

u 

24 

2 

$10 00 

2a 

18* 

10 

n 

28 

2 

10 00 

3 

u* 

4 

H 

27 

4 

10 00 

4 

22 i 

14 

i* 

37 

4 

16 00 

4a 

18* 

10* 

i* 

37 

4 

16 00 

4e 

41* 

35 

i* 

60 

4 

22 00 

4f 

36 

30 

i* 

55 

4 

20 00 

6 

26* 

14 

2 

92 

15 

26 00 

7 

35 

25* 

2 

115 

15 

30 00 

10 

27 

16 

If 

76 

10 

23 00 

10a 

22* 

11* 

If 

63 

10 

23 00 


Discount .»-. 

No. 19 J. C. Full Automatic Jack. 

This jack has been prepared by means of some economical methods of manu¬ 
facture to meet a demand for a low-priced jack without sacrificing any of the 
essential features of durability afforded by our standard models. 

Similar in construction to Fig. D. 246-1 (see opposite page). 


No. 

Jack 

Height 

When 

Down. 

Rise 
of Bar. 

Size of 
Bar. 
Square. 

Weight. 

Capacity. 

Price. 

19 J. C. 

26*-in. 

16-in. 

2dn. - 

95 lbs. 

15 tons. 

$16 00 


Discount 
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JOYCE’S LEVER JACKS. 

Automatic Track Jack. 

Designed to meet the special requirements of railroad work. 
It can be easily and very quickly tripped and the mechanism is 
of the simplest kind. The operation of raising the load is the 
same as in the plain lever jack, but instead of having the pawl 
fall in place by gravity, it is in this case actuated by a spring. 

• There is a small lug at the back end of the retaining pawl 
which can be pressed with the foot or hand, t^hus throwing 
the retaining pawl out of gear. 

The ease with which the jack can be tripped and removed 
is of especial value in getting out of the way of approaching 
trains. The base is so shaped that it readily fits in between ties. 


No. 

Height 
When 
Bar is 
Down. 

Rise of 
Bar, 
Inches. 

Size of 
Bar 

(Square.) 

Weight 
of Jack. 

Capacity. 

Price. 

92 

22} in. 

14 

1} in. 

42 lbs. 

10 tons. 

$16 00 

94 

27 “ 

16 

H * 

80 ■ 

15 “ 

23 00 


Discount. 



Fig. D. 246. 


Full Automatic. 

A strong, reliable jack in which the load can be either raised or lowered notch 
by notch with equal facility, by simply shifting a small lever on the outside of 
frame. Under no condition is there any chance for load to drop. 



Number 

of 

Jack. 

Height 
of Bar 
Down 
Inches. 

Rise 
of Bar 
Inches. 

Size of 
of Bar 
Square 
Inches. 

Weight 

Pounds. 

Capacity 

Tons. 

Price. 

66 

13} 

6} 

n 

33 

4 

$10 00 

67 

16 

8 

li 

34 

4 

11 00 

68 

19 

11 

u 

39 

4 

12 00 

*74 Jour¬ 
nal Jack 

11 

5 

i} 

35 

10 

14 00 

76 

22} 

14} 

i} 

54 

10 

16 00 

80 

22 

10 

li 

80 

12 

20 00 

81 

27 

15 

H 

88 

12 

23 00 

84 

22 

12 

2 

90 

15 

25 00 

85 

26} 

16 

2 

105 

15 

26 00 

86 

36 

25 

2 

128 

15 

30 00 


Fig. D. 246-1. *This jack is shortened for journal box work; the foot 
and cap are omitted. 


Discount 
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CRERAR, ADAMS & CO., CHICAGO. 


FULL AUTOMATIC LEVER TRUCK JACKS. 


The No. 225 Jack is used for raising trucks of palace and 
sleeping cars after they have been run out from under the cars, 
for the purpose of repairs or inspection. 

Two jacks are used, one being placed on each side, just 
within the end pedestal, with the foot of the jack under the 
truck frame. The truck can now be raised to the full height 
necessary, without blocking, and will remain safely supported 
by the jack, as the bar of this jack is always locked. The foot 
is of sufficient length and so shaped that it will hold the truck 
frame, and the center pair of wheels can be rolled out from 
between the jacks. 

The No. 220 Street Car Jack is similar to No. 225, but is 
lighter and designed especially for raising street car bodies for 
the purpose of changing trucks, and is the most convenient tool 
made for this kind of work. 

Two jacks are required. A beam is passed under the 
drawbar of the car and a jack is placed under each end with the 
beam resting on the feet. The car is raised to a sufficient height 
and a trestle placed on each side to support it. The jacks are 
then removed to the other end, which is raised in the same 
manner, and left on the jacks until it is desired to lower it, 
when the operation is reversed. 

For this class of service the automatic feature is of special 
advantage, as there are no cams or pawls to be looked after, 
and one man can use both hands on the lever arm. 



No. 225. 
Fig. D. 246-2. 



Jack No. 


220 

225 

Height of Jack, Inches. 

50 

72 

Height of Foot when Down, Inches. 

9H 

25 

Rise of Bar, Inches. 

36 

43 

Size of Bar, Inches Square. 

1M 

2 

Weight of Jack, Pounds.- 

131 

270 

Capacity, Tons. 

6 

12 

Price. 

$40 00 

$60 00 


Discount 
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D. 246-3. 


AUTOMOBILE JACKS. 

Joyce XX Century. 

This jack is exceptionally light and compact, is full auto¬ 
matic, and built for lifting runabouts and touring cars. It 
weighs only eleven pounds, and can be conveniently carried in 
the tool box, but is absolutely safe at its greatest rise.. A safety 
stop prevents raising the bar. to . a dangerous height. The 
reversing lever is always locked in either the raising or lowering 
position, and is out of the way. so that it is not liable to be 
touched, thus accidentally tripping the jack. 

The top of this jack has a swivel head so that it can be set 
and operated from any direction.. The outer end of the 
operating lever forms a convenient tire tool. 

[ The No. 66 jack is heavier than the XX Century and suitable 
f for heavy motor and wagon use. 

The No. 68 is still heavier, and suited for use with commercial 
automobiles. 


No. of 
Jack 

Height of 

Bar When 
Down, 
Inches 

Rise of 
Bar, 
Inches 

Size of 
Bar, 
Inches 

Weight, 

Pounds 

Capacity, 

Tons 

Price, 

Each 

62.... 


Qy 2 

i * y 2 

11 

1 

$ 5 00 

66.... 

13M 



33 

4 

10 00 

68... 

19 

11 

l^xlM 

39 

4 

12 00 

74.... 

11 

5 

l^xlM 

35 

10 

14 00 

76.... 

22 % 

14 H 

lHxlH 

54 

10 

16 00 

80.... 

22 

10 


80 

12 

20 00 

81.... 

27 

15 

lMxiM 

88 

12 

23 00 

84.... 

22 

11 

2 x2 

90 

15 

25 00 

85.... 

26 H 

16 

2 x2 

105 

15 

26 00 

86.... 

36 

25 

2 x2 

128 

* 15 

30 00 


Discount .. 

The Buckeye Automatic. 

The No. 0 is a double-acting jack, raising the load 
on both upward and downward strokes of the lever; all 
other styles are single-acting, raising the load on the 
downward stroke only. 

Drop-forged steel pawls and racks with machine 
cut teeth. 

The load cannot be accidently dropped. 

They operate at any angle. 

The Nos. 0 and 05 intended for the heaviest touring 
cars with 30-inch to 36-inch wheels. 

The No. 03 for light runabouts and light touring 
cars up to. 3000 pounds. Designed especially for the 
many new light touring cars now on the market. 
Metal handles furnished when desired. 



Capac¬ 

ity 

Height 

Bar 

Down 

Rise 

of 

Bar 

Height 

Bar 

Up 

Weight 

Size of Base 

List 

Price 

No. 0 

1 ton 

12" 

6" 

18" 

9 

lbs. 

3%"x5M" 

$ 5 00 

No. 05 

1 ton 

12" 

6" 

18" 

9 

lbs. 

3H"x5M" 

5 00 

No. 03 

18001bs. 

10" 

6" 

16" 

5 

lbs. 

2H"x4^" 

3 50 

No. 7 

ton 

11X" 

6H" 

18" 

16 

lbs.wi 

th formed metal han 

die 10 00 

No, 08 

1 ton 

10 " 

6" 

16" 

6 

lbs. 


3.00 

No. 09 

1 ton 

ny s * 

7 H" 

19 

7 

lbs. 


4.00 

* No. 13 

3 ton 

14 H” 

m n 

20^" 

26H lbs. 


15 00 

*No. 14 

5 ton 

14 H” 

m n 

20 

33 

lbs. 


16 00 


*The Nos. 13 and 14 also provided with foot lift. 



Discount 
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JOYCE’S GEARED SCREW JACKS. 

Simplest Possible Construction. 

Highest Practical Speed Consistent With Screw Jack Safety. 



Fig. D. 247. 
Round Base. 


Fig. D. 247-1. Fig. D. 247-2. 

Square Base. With Ground Lift. 


The material used in the construction of these jacks consists of nickel chrome 
steel, vanadium steel, machinery steel and aluminum bronze. All parts accurately 
machined, requiring no adjustment in assembling. The nut has side play, so that 
when any side play occurs it is taken by the housing and standard, leaving the 
screw perfectly free and the load uniformly distributed on the threads of the nut. 

All interior parts are so locked that they cannot work or jar loose, and yet 
can be easily taken apart through the top of the jack for repairs or inspection. 

The sleeve at its lower end is equipped with a packing which forms a tight 
joint with the standard, permitting the entire jack to be filled with oil, in which 
the gears, screw, and all bearings run. 

The pinion shaft and the top of the screw revolve in hardened steel bearings 
of ample dimensions to insure long life. 

Screw threads are milled of bracket form and properly proportioned to render 
them of uniform strength from base to end. 


Capacity, 1 

Tons. 

Height when 
Down, Ins. 

Rise, Ins. 

Diam. of 
Screw, Ins. 

Round Base. 

Square Base. 

♦With Ground Lift. 

No. 

Weight, 

Lbs. 

Price, 

Each. 

No. 

Weight, 

Lbs. 

Price, 

Each. 

No. 

1 

to * 

13 

Price, 

Each. 

25 

22 

13 

2 

154RB 

114 

$ 60 00 

154SB 

114 

$ 60 00 

154GL 

119 $ 60 00 

25 

26 

17 

2 

155RB 

128 

70 00 

155SB 

128 

70 00 

155GL 

133 

70 00 

25 

34 

25 

2 

156RB 

157 

75 00 

156SB 

157 

75 00 

156GL 

162 

75 00 

35 

20 

11 

2* 

157RB 

161 

80 00 

157SB 

161 

80 00 

157GL 

168 

80 00 

35 

22 

13 

2* 

158RB 

172 

86 00 

158SB 

172 

86 00 

158GL 

180 

86 00 

35 

24 

15 

2* 

159RB 

183 

92 00 

159SB 

183 

92 00 

159GL 

191 

92 00 

35 

27 

18 

2* 

160RB 

200 

100 00 

160SB 

200 

100 00 

160GL 

208 

100 00 

35 

30 

21 

2* 

161RB 

217 

105 00 

161SB 

217 

105 00 

161GL 

225, 

105 00 

35 

33 

21 

2* 

162RB 

234 

117 00 

162SB 

234 

117 00 

162GL 

242 

117 00 

50 

20 

9* 

2! 

163RB 

200 

113 00 

163SB 

200 

113 00 

163GL 

210 

113 00 

50 

24 

13* 

2f 

164RB 

220 

113 00 

164SB 

220 

113 00 

164GL 

230 

113 00 

50 

27* 

17 

2i 

165RB 

243 

125 00 

165SB 

243 

125 00 

165GL 

253 

125 00 

50 

31 

21 

2i 

166RB 

267 

135 00 

166SB 

267 

( 135 00 

166GL 

277 

135 00 

50 

38 

28 

2\ 

168RB 

314 

160 00 

. 

j 





70 

27 

14* 

3 

170RB 

288. 

160 00 

170SB 

2881 

160 66 

170GL 

3001 

160 00 


♦The ground lift jacks are also called bridge jacks. 


Discount 
































CRERAR, ADAMS & CO., CHICAGO. 


115 


JOYCE’S DOUBLE MOVEMENT AND TELESCOPE JACKS. 



Fig. D. ?48. 
Nos. 12 to 17. 




Fig. D. 249. Fig. D. 250. . 

Nos. 19 to 23. , Nos. 44 to 50. 


Numbers. 

Height 

When 

Down. 

Rise 

of 

Screw. 

Diam. 

of 

Screw. 

Weight 

Jack. 

9 

Capacity. 

With 

Forked 

Lever 

Ratchet. 

With 

6-Way 

Head. 

With 

Spring 

Ratchet. 

12 

10-in. 

4-in. 

2 

in. 

21 lbs. 

12 tons 

$10 00 

$ 8 00 

$15 00 

13 

12 “ 

6 “ 

2 


23 " 

12 “ 

10 00 

8 00 

15 00 

14 

13 “ 

7 “ 

2 


25 “ 

12 “ 

10 00 

8 00 

15 00 

15t 

13 “ 

7 “ 

2 


23 " 

12 “ 

10 00 

8 00 

15 00 

16 

16 “ 

10 “ 

2 


33 “ 

12 “ 

17 00 

15 00 

22 00 

17 

20 “ 

13 “ 

2 


38 “ 

12 " 

18 00 

16 00 

23 00 

18* 

19 “ 

8 “ 

2 


50 “ 

12 “ 

20 00 


25 00 

19 

16 “ 

9 “ 

2* 


47 “ 

25 “ 


17 00 

25 00 

20 

20 “ 

12 “ 

2* 

** 

60 “ 

25 “ 


22 00 

30 00 

21 

24 “ 

16 “ 

2* 


70 “ 

25 “ 


27 00 

35 00 

21* 

36 “ 

24 “ 

2* 


85 “ 

25 “ 


37 00 

45 00 

22 

27 “ 

18 “ 

3 


123 “ 

50 “ 


35 00 

45 00 

23 

33 “ 

24 “ 

3 


145 * " 

50 “ 


40 00 

50 00 

44 

8 “ 

8 “ 



18 “ 

6 “ 


12 00 

17 00 

45 

12 “ 

12 “ 



31 “ 

8 “ 


15 00 

23 00 

47 

18 “ 

18 “ 



65 “ 

10 “ 


20 00 

28 00 

50 

16 “ 

16 “ 



149 “ 

25 “ 


53 00 

65 00 


These Jacks work twice as rapidly as the single screw, and from the fact 
that the friction which in a single screw occurs under the cap, in this Jack is 
distributed over the surface of the thread in the Upper Nut, thus greatly re¬ 
ducing the ratio of friction, it requires no more power to operate than the single 
screw. 

The screw thread on these Jacks is half square and half V, with square side 
to the load. This makes a bracket thread which, in connection with the material 
•of the screw, is exceedingly strong and durable. 

♦With square base and ground lift. 

JWith small base. " 


Discount . 
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CRERAR, ADAMS & CO., CHICAGO. 


JOYCE’S TRAVERSING JACKS. 




Fig. D. 251. 
Nos, 35 and 41. 


Fig. D. 252. 
Nos. 36 and 42. 


No. 

Jack. 

Height 

Jack, 

Down, 

Inches. 

Height 
of Base. 

Rise of 
Screw 
Inches. 

Hori¬ 

zontal 

Move¬ 

ment, 

Inches. 

Weight 
Jack, • 
Pounds. 

• 

Capacity 

Tons. 

Price 

With 

Spring 

Ratchet. 

Price 

With 

Six-Way 

Head. 

37 

15 

31 

\ 

10 

15 

137 

8 

$ 65 00 


37a 

15 

31 

\ 

10 

15 

115 

8 


$ 55 00 

60 

18 

31 

\ 

14 

15 

149 

15 

75 00 


60a 

18 

31 

r 

14 

15 

135 

15 


63 00 

35 

27 

31 


10 

15 

172 

25 

75 00 

67 00 

41 

30$ 

41 

\ 

11 

15 

300 

50 

150 00 

140 00 

36 

23 

31 


10 

15 

143 

25 

63 00 

55 00 

42 

26 J 

41 


12 

15 

280 

50 

125 00 

115 00 


Discount, 


TRAVERSING BASES. 


No. 

Horizontal 

Movement. 

Size of 
Plate. 

Weight. 

Capacity. 

Price. 

40 

15-in. 

10xl2-in. 

90 lbs. 

25 tons 

50 “ 

$40 00 

43 

15 “ 

13x13 “ 

180 “ 

60 00 


All of above Jacks have Ratchet Handle on Traversing Bases. 

Nos. 35 and 41 have Rapid Moving Screw and Ratchet Lever. 

M 36 and 42 have Double Movement Screw and Ratchet Lever. 

M 37-A and 60-A have Telescope Screw and Six-Way Heads. 

“ 37 and 60 have Telescope Screw and Ratchet Lever. 

No. 40, Base may be had with 24-in. Horizontal Movement, Price, $65.00. 

Discount . 
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JOYCE JOURNAL SCREW JACKS. 


Fig. D. 253. 

Ten pounds lighter than any other jack of similar capacity. The load is 
supported on roller bearings. Screw is of the bracket type, ^hich offers high 
resistance to shearing stress. Parts are so arranged that a man can raise the rated 
capacity at the greatest possible speed. 


No.' 

Height When 

Down. 

Rise of 
Load. 

Capacity. 

Weight. 

Price, Malleable 
Iron and Steel. 

148 

8 in. 

3 in. 

15 tons. 

29 lbs. 

$20 00 

149 

9} “ 

4£ « 

15 a 

30 44 

20 00 

150 

11 « 

6 « 

15 a 

34 « 

20 00 

151 

13 a 

8 « 

15 “ 

40 * 

21 00 

153 

10 “ 

5 * 

25 “ 

65 “ 

50 00 

163 A 

15 * 

5 “ 

50 - 

110 * 

105 00 




Discount. 



Fig. D. 254.Fig. D. 254-1. 


No. 

Height 

When 

Down. 

Rise 

Ins. 

Wgt. 

Lbs. 

Cap’y 

Tons. 

Price. 

No. 

Height 

When 

Down. 

Rise 

Ins. 

Wgt. 

Lbs. 

Cap’y 

Tons. 

Price. 

98 

8-in. 

4 

12 

4 

$ 3 50 

126 

22-in. 

15 

57 

25 

$12 00 

99 

10 

U 

6 

18 

6 

4 20 

127 

24 

U 

17 

63 

25 

12 75 

100 

12 

* 

7 

22 

6 

4 50 

128 

26 

U 

19 

69 

25 

13 50 

101 

10 

U 

4* 

22 

12 

5 00 

129 

28 

U 

21 

75 

25' 

14 25 

102 

12 

U 

6* 

26 

12 

5 50 

130 

30 

u 

23 

81 

25 

15 00 

103 

14 

a 

8* 

30 

12 

6 00 

132 

12 

a 

4 

49 

50 

12 00 

111 

10 

u 

4* 

25 

15 

5 75 

133 

14 

u 

6 

55 

50 

13 00 

112 

12 

u 

6 

28 

15 

6 35 

134 

16 

u 

8 

61 

50 

14 00 

113 

14 

u 

8 

34 

15 

7 00 

135 

18 

u 

10 

67 

50 

15 00 

120 

10 

a 

3* 

35 

25 

7 50 

136 

20 

u 

12 

77 

50 

16 00 

121 

12 

u 

5* 

36 

25 

8 25 

137 

22 

u 

14 

83 

50 

17 00 

122 

14 

a 

7 

41 

25 

9 00 

138 

24 

* 

16 

100 

50 

18 00 

123 

16 

u 

9 

45 

25 

9 75 

140 

28 


20 

118 

50 

20 00 

124 

18 

a 

11 

50 

25 

10 50 

141 

30 

u 

22 

114 

50 

21 00 

125 

20 

a 

13 

50 

25 

11 25 









Discount. 
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CRERAR, ADAMS & CO., CHICAGO. 


JOYCE’S GEARED LEVER JACKS. 



Fig. D. 255. 


No. 183. 



Fig. D. 256. Fig. D. 257. 

No. 180. Nos. 194 to 202. 



In these Jacks a wheel and pinion are introduced between the lever pinion 
and bar to multiply the power. 

The Jack is automatic in raising and lowering by means of the most 
simple mechanism possible, consisting of but three working parts all positive 
in their action, viz: 

A pinion to raise the load. 

A retaining pawl to hold it. 

And a lowering pawl to lower it. 

The frame, retaining pawl and lever socket are malleable iron. The bar 
and bar pinion are machinery steel. The wheel, lever pinion and lowering pawl 
are crucible steel castings. The pins are machinery steel ground to size and 
hardened. All wearing surfaces are hardened steel. 


Numbers. 

Height 

When 

Down. 

Rise of 
Bar. 

Rise of 
Bar per 
Stroke of 
Lever. 

Size of 
Bar. 

Weight 
of Jack. 

Capacity. 

Price 

180 

11-in. 

4£-in. 

i-in. 

2ix2-in. 

73 ibs. 

15 Tons 

$35 00 

*183 

25 “ 

15 “ 

i “ 

2±x2 “ 

112 44 

15 

“ 

40 00 

*184 

25 “ 

15 44 

i “ 

2±x2 “ 

112 44 

15 

“ 

40 00 

193 

24 “ 

15 “ 

i “ 

2%x2i 44 

134 44 

20 

44 

50 00 

194 

27 “ 

18 44 

i “ 

2^x2i 44 

145 44 

20 

“ 

50 00 

195 

33 “ 

22\ “ 

i “ 

2£x2* 41 

165 44 

20 

“ 

55 00 

196 

27 * 

16 • 

i * 

2}x2} « 

145 “ 

20 

“ 

50 00 

199 

22 “ 

12 “ 

± “ 

3 x2£“' 

214 44 

30 

“ ! 

75 00 

200 

27 “ 

17 “ 

1 i 44 

3 x2£ 44 

218 44 

30 


75 00 

201 

36 “ 

26 “ 

i “ 

3 x2i 44 

270 44 

30 

“ 

85 00 

202 

31 “ 

19i " 


3 x2i 44 

250 44 

30 


85 00 


♦Has ground foot lift. 

NOTE.—No. 180 is for journal box work. 


Discount, 
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JOYCE’S GEARED LEVER JACKS. 



Fig. D. 258. • Fig. D. 259. 

No. 295. No. 400. 


Numbers. 

Height 

When 

Down, 

Inches. 

Rise of 
Bar, 
Inches. 

Rise of 
Bar per 
Stroke of 
Lever, 
Inches. 

Size of 
Bar, 
Inches. 

Weight 
of Jack, 
Pounds. 

Capacity, 

Tons. 

Price. 

292 

22 

12 

i 

2ix3 

160 

35 

$65 00 

293 

24 

14 

1 

2*x3 

175 

35 

65 00 

295 

27 

17 

1 

2*x3 

190 

35 

65 00 

296 

33 

23 

1 

2*x3 

215 

35 

70 00 

297 

36 

26 

i 

2*x3 

227 

35 

70 00 

397 

22 

12 

i 

3 x3 

250 

50 

75 00 

398 

24 

14 

* 

3 x3 

260 

50 

75 00 

399 

25f 

15* 

f 

3 x3 

265 

50 

75 00 

400 

27* 

17 

I 

3 x3 

268 

50 

75 00 

401 

36 

26 

i 

. 3 x3 

300 

50 

85 00 

402 

31 

21 

i 

3 x3 

282 

50 

85 00 


Discount. 



CABLE REEL JACK SCREW. 

Lever will be sent only when ordered, and 
will be charged extra. 


Diam. of 
Screw, 
Inches. 

Height 
over all 
when 
closed, 
Inches. 

I Rise, 

| Inches. 

Capacity, 

Tons. 

Weight 

about. 

Pounds. 

Size of 
Base. 

Price. 

2 

19 

8 

24 

50 

2x10x20 

$15 00 

2 

21 

10 

24 

55 

2x10x22 

16 00 

2 

27 

16 

24 

72 

2x11x30 

18 00 

2* 

16 

4 

30 

47 

2x11x20 

16 50 

2* 

28 

16 

30 

89 

2x11x30 

24 00 

3 

29. 

15 

36 

130 

3x11x30 

36 00 

3 

35 

21 

36 

143 

3x11x30 

42 00 


Discount. 




























